JULTEC ist ein Spezialist in der Antennenverteiltechnik und
entwickelt und fertigt seine Produkte komplett am Standort
SteiBlingen (nahe Radolfzell). Der Fokus liegt auf L6sungen fiir
Verteilnetze im Wohnungsbau. Neben vorgestellten Glasfaser-
produkten umfasst das Produktportfolio Multischalter,
Einkabelumsetzer und Zubehor wie Kaskadenstartverstarker.
JULTEC legt neben der langjéhrigen Zuverldssigkeit auch sehr
groRen Wert auf Kompatibilitat und Energieeffizienz.
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JAO0501C1550

Fibre transmitter for terrestrial
and four satellite polarities

Terr input: 85..862MHz 65..90dBpV
AGC controlled

Sat input Low: 950..1900MHz 65..90dBuV

Sat input High:  1100..2150MHz 65..90dBuV
AGC controlled

Fibre output wavelength: CWDM 1550nm

Fibre output level: +10dBm

Band stack: Terr: 85..862MHz
HH: 1100..2150MHz
VH: 3348..2298MHz
HL: 4650..3650MHz
VL: 5000..6000MHz

JULTEC GmbH
Glockenreute 3
78256 SteiRlingen

INVISIBLE LASER RADIATION
DO NOT VIEW DIRECTLY
WITH OPTICAL INSTRUMENTS
CLASS 1 M LASER PRODUCT
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JOL0105-88FR

Fibre to quatro converter
Input:  FR bandstack system  1100..1650 nm
-15.-10 dBm

Terr: 85..862 MHz + 85..862 MHz

VL: 5000..6000 MHz ~ — 950..1950 MHz

HL: 3650..4650 MHz ~ — 950..1950 MHz

VH: 3348..2298 MHz — 1100..2150 MHz

HH: 1100..2150 MHz — 1100..2150 MHz
Outputlevel Terr typ. 75 dBpV
Outputlevel Sat AGC 88 dBuV
(3) supply 8.20V
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Cascade terminating
Multiswitch for terrestrial/
CATV and 4 satellite polarities
Satellite fully receiver powered

Frequency range: 1x 5..862MHz
4x
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